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Makergrounds Location:

Inspection Completed By:

Inspection Date:

Construction of Ladder:

OK

Not 

OK

N/A

Date 

Corrected

OK

Not 

OK

N/A

Date 

Corrected

Rope is undamaged (not worn or knotted).

All stickers are clear and legible.

Ladder Self Assessment

Feet of ladder work properly and have slip 

resistant pads.



Type of Ladder:     □ Step     □ Extension

   □  Fiberglass   □  Metal   □  Wood



Corrective Action



Steps and rungs are free from oil, grease and 

other materials and are not loose or damaged.

Ladder is not wobbly (from side strain).

Loose, bent or broken hinge spreaders.

Free from dents, cracks, splinters (wooden 

ladders) and damages.

General Condition

Corrective Action

The correct size ladder is used to avoid 

overreaching and not placed on top of boxes, 

furniture, etc to gain extra height.



Ladders are not placed in front of doors 

unless the door is blocked open, guarded or 

locked.



3 Points of contact is used when ascending 

and descending the ladder.



Screws, botls or other metal parts are 

secured.

The top two steps/rungs of ladder are not used 

for standing unless designed that way (ex. 

Platform ladder).



Ladder Use

Face the ladder when climbing / down.



Ladder is not moved while standing on it 

(walking ladder).  
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